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Introduction to Operational 

Amplifier
OBJECTIVES

• To know the basic parameters of the ideal 
operational amplifier

• To understand the methodology of linear circuit 
analysis with ideal operational amplifiers: virtual 
short-circuit 

• To understand and use the gain-bandwidth 

2

• To understand and use the gain-bandwidth 
product concept

• To know some basic OA applications
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Introduction: amplifier
Amplifier
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Introduction: Voltage amplifier

IDEALREAL
Voltage amplifier Voltage amplifier

LOADING 
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Voltage amplifier
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Introduction: Differential Amplifier
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IDEAL operational amplifier
Vo

+Vcc

Linear behavior Within the output range

Vid

-Vee
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vo = Av ⋅vid -Vee ≤ vo ≤ +Vcc

Linear behavior Within the output range

Ideally Av → ∞



Parameters of the IDEAL 

operational amplifier

• Open loop gain (Av) →∞• Open loop gain (Av) →∞

• Input impedance (Ri) →∞

• Output impedance (Ro) →0

• Common mode rejection ratio (CMRR)→∞

• Bandwidth (BW) →∞

• Input currents (bias) →0• Input currents (bias) →0

• Offset voltage →0
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Introduction: Negative feed-back

Asi so
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sε = si - sr

sr = β·so

so = A·sε
βA
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Introduction: Negative feed-back

IDEAL  FEED-BACK  AMPLIFIER
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Example: Non-inverting OA

Ri →∞, Ro →0 Av →∞

21

11
RR

R
A

A
Gv

V

V

+
+

≈

1

21
R

R
Gv +≈

Ri →∞, Ro →0 Av →∞

UC3M 2010 10CCE - Session 24



Example: Inverting OA

Ri →∞, Ro →0 Av →∞
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Linear application IDEAL-OA

Av→∞

Vo

+Vcc

Av→∞
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v+ = v-

Linear behaviour Virtual short-circuit

Negative feed-back
UC3M 2010 12CCE - Session 24



Examples: Virtual short-circuit
Rin

Rout
Rout

Rin

V+ = V-

i+ = i- = 0

VV oi =
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UC3M 2010 13CCE - Session 24

211 RRR

oi

+
=

21 RR

oi −=

1

21
R

R

V

V
G

i

o
V +==

1

2

R

R

V

V
G

i

o
V −==Rin → ∞

Rout → 0

Rin → R1

Rout → 0



Frequency response of the operational 
amplifier: continuous coupled 
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Gain x Bandwidth = constant
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Open Loop Bandwidth (f0)
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Linear applications of operational 

amplifier

INDEX

• Voltage follower

• Inverting adder 

• Differenctial amplifier

• Current-voltage converter

• Voltage-current converter
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• Voltage-current converter

• Low-pass filter / Integrator
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Voltage follower

• Virtual short-circuit: v+=v- 1=⇒=
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Inverting adder

• Virtual short-circuit: v+ = v -= 0

• i(RF) = i(R1) + i(R2)…+ i(Rn)
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Differential amplifier

• Superposition
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Current-voltage converter

iRv ·−= FFo iRv ·−=
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Conditioning circuit of photodiode



Low pass filter / integrator
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Non-linear applications of 

operational amplifier

INDEZ

• Circuits with diodes in the feed-back loop

Limitters and rectifiers

• Comparators with a reference (saturated 
operation of OA)
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Basic Limitter (analogously)
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Other limitters
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Precission half-wave rectifier
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Precission full-wave rectifier
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O.A. as a comparator
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Non-inverting comparator
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Inverting comparator
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Comparator with a reference

Vo

Vi

+Vcc

+Vref

-Vcc

UC3M 2010 30CCE - Session 24


